
JetStor 
S C S I  R A I D  S T O R A G E  S Y S T E M S   

JetStor RAID systems deliver reliable data protection combined with the high

performance of U320 SCSI for mission critical business applications. Field

configuration flexibility, including NAS, SAN, iSCSI, multi-host and clustering, and

outstanding performance from a 64-bit Intel 400 MHz RISC processor based

controller ensures that JetStor systems scale, adapt to, and keep pace with future

application requirements for the longest useful life.  The compact enclosures feature

completely cableless backplane-based design, and high density storage capacities.

N O N - S T O P  A V A I L A B I L I T Y

JetStor storage systems are engineered for non-stop operations.  Exclusive RAIDm

software provides instant access to system status, and allows for 24x7 monitoring

and notification of significant events.  Capacity can be increased and drives

replaced as data remains on-line.  Multiple drives may be designated as hot-spares,

allowing the JetStor to transparently move data to the spare should an error be

detected.  Low service and integration costs are assured by a cableless design,

redundant hot-swappable power supplies, power inputs, and turbo cooling fans.  A

three year warranty covers all components of every JetStor system.

A D V A N C E D  P E R F O R M A N C E  F E A T U R E S

The JetStor RAID system's advanced performance features allow it to easily adapt to

future application configuration, scalability and performance demands.  A 64-bit

Intel RISC processor delivers an internal bandwidth of 1,600 MB/s across the dual

PCI buss architecture.  Two Ultra 320 LVD SCSI or two 2Gbit Fibre Channel host

ports allow for multiple connections to a single host for the fastest data transfer, or

support for multiple hosts for clustering or sharing.  Up to 1 GB of cache is

contained on a single industry standard DDR SDRAM, with ECC.

• Exclusive RAIDm Software allows IT
management to monitor all JetStor systems,
with e-mail notification of all significant events

• Dual Host Connections can support dual hosts
simultaneously, or double throughput to a
single host

• SAN Ready with dual fibre channel interfaces
and LUN masking.

• Optional Cache Battery Backup preserves
cache contents from power failure

• Intelligent SCSI Backplane Design uses no
cables, and allows hot-swapping of drive trays,
power supplies and fans

• In-band SCSI Monitoring and fault notification
to fax / pager or e-mail

• Supports all Operating Systems (single or
clustered) without requiring software drivers.

• Field-Replaceable Major Components allow for
maximum convenience, uptime and
configuration flexibility.

• Outstanding Warranty of three years on disk
drives and all other components.  Optional
advanced replacement program ships drive
replacements within 24 hours.  Optional on-
site service also available.

• Free Telephone & Email Support is provided for
the life of the unit.

www.raid.com
800-213-2667

®

F E A T U R E S



Ergonomically designed drive trays
allow for safe on-line replacement or
expansion with any SCSI disk drive.

Redundant hot-swappable
cooling fans, independent
of the power supplies.

Redundant, hot-swappable
power supplies with
integrated cooling

Front panel display
and controls allow
for complete unit
configuration, as
well as instant visual
system status.

Two RS-232 DB-9 serial
ports for terminal and
fax/pager.  Third UPS port
on 416S and 416F.

www.raid.com
800-213-2667

ADDITIONAL FEATURES:

• Pre-configured systems install in minutes

• Supports RAID levels 0, 1, 0+1, 30, 50, 3, and 5

• Supports hot spare(s) and automatic online hot rebuild

• Allows online capacity expansion within the enclosure

• Transparent data protection for all popular operating systems

• Multiple JetStor systems may be daisy-chained for scalability

• Completely user configurable via the front panel

• Real time drive activity and status indicators

• Dual host channels support clustered environments

• Optional NAS engine for file-level access

• 64 bit RISC processor for fast parity calculations and I/O operations

• Tagged command queuing for 255 commands allows for overlapping data streams

• Lightweight and rugged aluminum chassis design

JETSTOR 416S AND 416F ADDITIONAL FEATURES:

• Additional DB-9 RS-232 serial port for UPS interface

• Environmental monitor displays critical operating parameters on the front panel

SCSI RAID STORAGE SYSTEMSJetStor®

ADVANCED COMPUTER & NETWORK CORPORATION
5001 Baum Boulevard, Suite 680 • Pittsburgh, PA 15213
tel: 800.213.2667 • 412.683.9010 • fax: 412.683.9070

sales@raid.com
EUROPE SALES:+44 (0)1628 891616

GSA Schedule GS-35F-0694J • CMAS# 3-00-70-1230A
Copyright © 2004 Advanced Computer & Network Corporation.  All rights reserved.  JetStor is a registered trademark and Advanced Data Sentry is a trademark of AC&NC.

SPECIFICATIONS JetStor 308S JetStor 416S or 416F

Number of Bays / Size 8 bay / Tower 16 bay / 3U
Maximum Capacity1 2400 GB 4800 GB

SCSI Host Bus Interface Two, 160 MB/s Ultra3 SCSI Two, 320 MB/s Ultra3 SCSI
— or —

Fibre Channel Interface N/A Two, 2Gbit Fibre

Disk Bus Interface Two, 160MB/s Ultra3 LVD SCSI Two, 320MB/s Ultra3 LVD SCSI

Cache (ECC supported) Up to 512MB Up to 1GB

Management Ports Two DB9 RS/232 Three DB9 RS/232

Power Supplies Two Redundant 350W Three Redundant 350W
Dual Power Connections Three Power Connections

Cooling Dual Redundant Blowers Dual Redundant Blowers

OPERATING SYSTEMS
Windows Server 2003, Windows 2000 & MSCS (Microsoft Cluster Server), Windows NT,
Sun/Solaris, Linux, Tru64, HP/UX, OpenVMS, UnixWare, IBM AIX, SGI Irix, MAC OS, FreeBSD,
Novell, OS/2, and others to be announced
1Maximum storage capacities are calculated with 300GB SCSI drives.  Drive support not limited to drive
capacities listed, all future drive capacities supported when available.
All features, hardware and software performance specifications are subject to change without notice.


